
COMPLIANT IP 65 4.8W DC12V
7 88

LUMEN LM/W
120°

LED FLEXIBLE STRIPS | OUTDOOR

DESCRIPTION

LIGHTING APPLICATIONS

TECHNICAL SPECIFICATIONS TECHNICAL DRAWING

LEDDEX LED Flexible Strips with extra encapsulation (IP65) are fitted with 
high reliability 3528 LEDs. LED Flexible Strips come in warm and neutral 
white colors. Transparent LED Strip holders and waterproof pin connectors 
are included. Two year warranty is given to all LEDDEX LED Flexible Strips.

Signage
Accent lighting
Furniture

LS-FO60W-X

COLOR (TEMPERATURE,K)

LUMINOUS FLUX, lm/LED

DIMENSIONS, mm

POWER,W/m

PROTECTION CLASS

INPUT VOLTAGE

WARRANTY

warm white:
white:

7 lm/LED

~3000K
~6500K

1000 x 12 x 4 mm

4.8W/m

IP 65

DC12V

2 YEARS

STRUCTURE

CONNECTION

PER METER
PER LED

Silicone protection from
enviromental threats

High quality LEDs and 
PCB

DC12V DC12V POWER SUPPLY
AC230V > DC12V

AC230V

WATERPROOF
PIN CONNECTORS

CUT ONLY WHERE
IT IS SPECIFIED

INPUT
VOLTAGE

MINIMUM DISTANCE - 50 mm

LEDDEX, Ltd.   Elektrinės str. 8, Vilnius LT-03150, Lithuania Address  
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