## PVK4 Series Anti-vandal Switch



Applications / Markets


RoHS

## Specifications

Electrical Rating: 2A, 24VDC
Electrical Life: 50,000 Cycles
Contact Resistance: $50 \mathrm{~m} \Omega$ Max.
Insulation Resistance: $1000 \mathrm{M} \Omega$ Min. @500VDC
Dielectric Strength: 1,500VAC
Operating/Storage Temperature: $-20^{\circ} \mathrm{C}$ to $55^{\circ} \mathrm{C}$
Moisture Protection: IP40 (return)
IP65 (maintain)
Contact Arrangement: SPDT, DPDT
Max. Panel Thickness: 10 mm
Mounting Nut Torque: 0.8 Nm

## Features \& Benefits

- 19 mm diameter panel cutout
- Keylock actuator option
- Selector actuator option, with illuminated arrow
- Multiple operating positions
- IP40 and IP65 rated
- SPDT \& DPDT


## Part Number Configurator



## NOTES:

* Keylock actuators are IP40.
* Two keys shipped with keylock versions


## PVK4 Series Anti-vandal Switch

## BODY DIMENSIONS <br> ILLUMINATED ARROW



Panel Cutout




E-SWITCH ${ }^{\circ}$ $\qquad$

## BODY DIMENSIONS Illuminated Arrow


$\qquad$

## BODY DIMENSIONS <br> Illuminated Arrow



| SWITCH FUNCTION |  | $20 \quad \mathrm{O}^{3}$ |
| :---: | :---: | :---: |
| $\text { POS. } 1$ | POS. 2 |  |
| ON | ON | ${ }^{(+)} \stackrel{\text { LED }}{\mathrm{O}-\mathrm{C}} \mathrm{O}(-)$ |
|  |  |  |
| 1-3 |  | SPDT ON-ON CONTACT CONFIGURATION |
| SPDT LED Schematic |  |  |


$\qquad$

## Body Dimensions

 Arrow Selector

## BODY DIMENSIONS Keylock Selector



Panel Cutout




## BODY DIMENSIONS Keylock Selector


$\qquad$

## BODY DIMENSIONS Keylock Selector



| SWITCH FUNCTION |  |
| :---: | :---: |
| POS. 1 | POS. 2 |
|  |  |
| $1-3$ | $1-2$ |
| ON |  |
|  |  |



SPDT ON-ON CONTACT CONFIGURATION

SPDT Non-Illuminated Schematic

$\qquad$

