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UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 1.2 m
OD / AWG: 6.8 mm / 20
Parameters: 250 V max, 2 A

Connectors: IEC C5 (F);   
C/E/F grounded (M)

UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 1.8 m
OD/AWG: 6.8 mm / 18
Parameters: 250V max, 3A, 3 pin

Connectors: - C/E/F with grounded (M)   
- IEC C5 (F)

UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Standard: H03VV-F

Connectors:
IEC C5 (F), C/E/F hybrid plug
with earthing (M)  

AWG / OD: 18 / 6.8 mm
Parameters: 250 V, 3 A, 3 wires
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UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 1.2 m
OD / AWG: 6.8 mm / 18
Parameters: 250V max, 3 A
Connectors: IEC C13; C/F Schuko  

UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 1.8 m
OD / AWG: 6.8 mm / 18
Parameters: 250 V max, 3 A
Connectors: IEC C13; C/F Schuko   

UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Connectors: IEC C14, IEC C13
AWG / OD: 18 / 6.8 mm
Parameters: 250V max., 3A
Length: 1.2 m

UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 1.8 m
OD / AWG: 6.8 mm / 18
Parameters: 250V max, 3A
Connectors: IEC C13; C/F Schuko   
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UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 3 m
OD / AWG: 6.8 mm / 18
Parameters: 250 V max, 3 A
Connectors: IEC C13; C/F Schuko   

UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 1.2 m
OD/AWG: 6.8 mm, 18
Parameters: 250V max, 3A

Connectors: - C/F Schuko angular, 
 - IEC C13, angular

UNIVERSAL POWER CABLE
TECHNICAL SPECIFICATION

Length: 1.8m
OD/AWG: 6.8mm, 18
Parameters: 250V max, 10A

Connectors: - C/F Schuko angular, 
 - IEC C13, angular




